WorldCommunicator
Portable Global ISDN Voice and Data Satellite System
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Bring your ISDN connection in your briefcase to any place on earth. Nera WorldCommunicator gives you truly portable ISDN functionality. Applications for data, voice, text, fax, Internet, multimedia, video and LAN communications become easily accessible - using Inmarsat geostationary satellites for high-quality coverage anywhere on the planet. You need never again depend on landlines or local networks as the Nera WorldCommunicator will get your messages through.
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64kbps data rates mean you can operate proprietary Internet messaging as well as send or receive data, fax, text, file and video transfers at the fastest speeds available for mobile satellite communications. 
Nera WorldCommunicator works with your PC, Palmtop or laptop. It extends the power of your LAN (Local Area Network) and the reach of your business by offering a flexible device that doesn't need expensive installations or extra lines. Getting the Nera WorldCommurncator up and running takes seconds, while computer and peripheral devices simply plug' n 'play.
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· 64 kbps data 

· 4.8 kbps compressed voice (low cost) 

· ISDN compatibility 

· USB (Universal Serial Bus) interface * 

· Infrared interface * 

· Self explanatory man machine interface 

· Built-in Lithium-Ion battery 

· Handy cordura bag supplied with the terminal. 

· Built-in DECT base station 

	  Techinical Specifications

	Environmental Conditions

	Operating 
	Temperature

	antenna:
	-25 - +55 C

	modem:
	-25°C to +55°C 

	Note that battery efficiency is degraded under low temperatures

	 

	Physical Characteristics 

	Dimensions collapsed:
	H=68mm W=275mm D=355mm

	Antenna folded out: 
	H=340mm W=774mm D=12mm

	Weight (including battery): 
	3.9kg (3.4kg without battery)

	  

	Interfaces 
· ISDN (RJ45-50) 

· RS-232 (9-pin DSUB) 

· IR port 

· USB port 

· 19 VDC input 
	System specification
· Tx frequency: 1626.5 -1660.5 MHz 

· Rx frequency: 1525-1559 MHz 

· Channel spacing: 5/40 KHz 

· EIRP: 25 dBW 

· G/T: -7 dBK -1 

· DECT: 1880 - 1900 MHz 

	  

	Power consumption
· Standby time: >100 hours 

· Transmit: 40 W maximum 

· Charging: 40 W maximum 
	Electromagnetic compatibility
· EN 300 339 

· TBR 44 

	  

	Value added service options
· Secure voice: STU III * 

· Supplied with each terminal a CD ROM with easy access to manual, applications, user guidance and other useful information 

· In addition the ownership of a Nera WorldCommunicator gives access to the Nera website where more updated information is available 

· Pole mounted antenna for more permanent installations 
	External options
· Line adapter for analogue devices such as group 3 faxes 

· DC/DC converter: Input range 10-32 VDC 


* No Driver/Software available in first version for these features. Software upgrades will be available at a later date. All data is subject to change without notice.
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